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Technical Specifications

Model SZR30C-8
Operating mass (kg) 2900
Mass allocated to front wheel (kg) 1400
Load Mass allocated to rear wheel (kg) 1500
Static linear load of front wheel (N/cm) 115
Ground pressure of rear wheel (kPa) 490
Vibration frequency (Hz) 55167
Nominal amplitude (mm) 0.5
Compaction Centrifugal force (kN) 28/46
Diameter of vibrating drum (mm) 700
Width of vibrating drum (mm) 1200
Drum edge thickness (mm) 14
Travel speed (km/h) il
0~6
Gradeability (vibrate) 30%
Gradeability (NOT vibrate) 40%
Maneuverability Min. clearance to ground (mm) 233
Wheelbase (mm) 1700
Streering angle (° ) +31
Swing angle (° ) 6
Min. turning outside diameter (mm) 7050
Brand Yanmar
Model 3TNV88-BDTYC
Engine
Emission GB 20891-2014 Stage I
Power (kW) 28.1
Storage battery (V x Ah) 12x40
Fuel tank (L) 40
Capacities Hydraulic oil tank (L) 28
Sprinkle oil tank (L) 18
Water tank (L) 160
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SANY HEAVY INDUSTRY CO, LTD.

SANY Industrial Park, Economic and Technological Development Zone, Changsha, Hunan, China, 410100

Sales Hotline Service Hotline
Tel: 0086-731-85835199 Tel: 0086-4006098318
Mail: sales@sanyglobal.com Mail: CRD@sany.com.cn

The product configuration (including technical parameters) is subject to
change and the delivered actual machine without notice.
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