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PRODUCT
OVERVIEW

STIFF BOOM CRANE

INDIVIDUAL VEHICLE
CONFIGURATION ACCORDING TO NEEDS

= European Quality Standards, HD Paint Technology and Service Friendly Designs to ensure the best Reliability,
Performance, and Safety in the Industry

= Best Lift-to-Weight Ratio due to the consequent utilization of High Strength Steel on all main components

= Complete Vehicle Installations directly from SANY PALFINGER

KNUCKLE BOOM CRANE

GREAT WORKING RANGE AND
HIGH WORKING SPEED

= European Design to ensure the best Reliability, Performance and Safety
= The Knuckle Boom Crane Structure ensures a maximum of movement flexibiity for the crane operator
= Various attachments and accessories available (rope winches, grabs, forks, etc...)






STIFF BOOM CRANES

The SPS Product Line covers a broad
range of Stiff Boom Cranes from 3.2T to
20T Lifting Capacity.
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STIFF BOOM CRANES
2 AXLE TRUCKS

A B
SPS 8000
SPS 8000 A SPS 8000 B
No. of Booms 3 4
Lifting Moment 8 mt 8 mt
Lifting Capacity 3200 kg (2.5 m) 3200 kg (2.2 m)
Max. Outreach 7.8m 10.2 m
Min. Gross Vehicle Weight 8t 8t
A B
SPS 12500
SPS 12500 A SPS 12500 B
No. of Booms 3 4
Lifting Moment 12.5 mt 12.5 mt
Lifting Capacity 5000 kg (2.5 m) 5000 kg (2.5 m)
Max. Outreach 9m 11.5m
Min. Gross Vehicle Weight 16t 16t
A B
SPS 16000
SPS 16000 A SPS 16000 B
No. of Booms 3 4
Lifting Moment 16 mt 16 mt
Lifting Capacity 7500 kg (2.1 m) 7500 kg (2.1 m)
Max. Outreach 9.5m 12.3 m
Min. Gross Vehicle Weight 16t 16t

SPS 17500

SPS 17500 B
No. of Booms 4
Lifting Moment 17,5 mt

Lifting Capacity

8000 kg (2.2 m)

Max. Outreach

13.5m

Min. Gross Vehicle Weight

16t




STIFF BOOM CRANES
3 AXLE TRUCKS

B C
SPS 20000
SPS 20000 B SPS 20000 C
No. of Booms 4 5
Lifting Moment 20 mt 20 mt
Lifting Capacity 8000 kg (2.5 m) 8000 kg (2.5 m)
Max. Outreach 14 m 17.7m
Min. Gross Vehicle Weight 16 t 16t
B Cc
SPS 25000
SPS 25000 B SPS 25000 C
No. of Booms 4 5
Lifting Moment 25 mt 25 mt
Lifting Capacity 11000 kg (2.3 m) 11000 kg (2.3 m)
Max. Outreach 14 m 17.7m
Min. Gross Vehicle Weight 25t 25t
B
SPS 30000
SPS 30000 B
No. of Booms 4
Lifting Moment 30 mt

Lifting Capacity

12000 kg (2.5 m)

Max. Outreach

145 m

Min. Gross Vehicle Weight

25t

1"






POPULAR
OPTIONS

> Ensures proper visibility and safety = Built in safety function = Allows to remotely control the crane

> Allows the operator to comfortably = Stops all movements that could further = Provides the best-possible overview of
control the crane from an elevated increase the lifting moment the loading process and ensures higher
position = Prevents the crane from being efficiency in use

2 Enhanced version of the floor control structurally damaged

= Optimal functionality and ergonomics = Effective and robust solution to provide = Designed to maximize the efficiency
= Provides excellent visibility and easy the crane operator valuable information = Allows to double the line speed of the
operation about the current load situation winch when less than half of the

maximum load is suspended
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KNUCKLE BOOM
CRANES

The main advantage of the knuckle boom
crane is the ability to fold the outer boom

which results in a greater working range

and higher working speed.




Paint S

protected

> Demonstrates superior performance = Operating levers for all crane functions = Prevents the crane boom from dropping
= Long-term UV-resistance are arranged ergonomically on the = Fitted as standard on all cylinders
> Attractive aesthetics console = Valves are positioned in such a way that
Comfortable and efficient working they are protected from damage
Easy to service

= Ensure optimal laterial guidance of the = Practical and attractive = Speeds up the extension boom system
extenstion system = Enclosure of the entire electronic = Increases working speed and efficency
system = Time saving
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KNUCKLE BOOM CRANES
2 AXLE TRUCKS

A
SPK 6500
SPK 6500 A SPK 6500 B
No of Extension Booms 2 3
Lifting Moment 5.8 mt 5.8 mt
Lifting Capacity 3200 kg 3140 kg
Max. Outreach 7.6m 9.6 m
Min. Gross Vehicle Weight 8t 8t
A
£
SPK 8500
SPK 8500 A SPK 8500 B
No of Extension Booms 2 3
Lifting Moment 7.6 mt 7.6 mt
Lifting Capacity 3200 kg 3140 kg
Max. Outreach 7.6m 9.6 m
Min. Gross Vehicle Weight 16t 16t
A B
SPK 10000
SPK10000A SPK 10000 B SPK 10000 C
No of Extension Booms 2 3 4
Lifting Moment 9.5 mt 9.5 mt 9.5 mt
Lifting Capacity 5580 kg 5460 kg 5360 kg
Max. Outreach 8.2m 10.3 m 124 m
Min. Gross Vehicle Weight 16t 16t 16t
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KNUCKLE BOOM CRANES

3 AXLE TRUCKS

A B C
SPK 23500
SPK 23500 A SPK 23500 B SPK 23500 C
No of Extension Booms 2 3 4
Lifting Moment 23 mt 23 mt 23 mt
Lifting Capacity 10000 kg 10000 kg 10000 kg
Max. Outreach 8.2m 10.3m 124 m
Min. Gross Vehicle Weight 16 mt 16 mt 16 mt
A B C
SPK 32080
SPK 32080 A SPK 32080 B SPK 32080 C
No of Extension Booms 2 3 4
Lifting Moment 30.4 mt 30.4 mt 30.4 mt
Lifting Capacity 5580 kg 5460 kg 5360 kg
Max. Outreach 8.1m 10.1m 122 m
Min. Gross Vehicle Weight 25 mt 25 mt 25 mt
A B C
SPK 36080
SPK 36080 A SPK 36080 B SPK 36080 C
No of Extension Booms 2 3 4
Lifting Moment 34.8 mt 34.8 mt 34.8 mt
Lifting Capacity 8500 kg 8300 kg 8100 kg
Max. Outreach 8.1m 10.1m 121 m
Min. Gross Vehicle Weight 25 mt 25 mt 25 mt










Allows to remotely control the crane = \Versatile and user-friendly >

Provides the best-possible overview of = The hose equipment offers an easy >
the loading process and ensures higher means of connecting auxiliary
efficiency in use equipment >

= Guided in hose trays for protection

Built in safety function

Prevents the crane from becoming
damaged

Stops all movements that could further
increase the lifting moment

The choice of outrigger with the correct = Optimal functionality and ergonomics >
width based on the demand for the = Providing excellent visibility and easy
application provides the best option for operation

a stable and reliable machine
>

The high speed of the extension system

is a result from the return oil utilization
feature, and the generously
dimensioned hydraulic pipes
Increased efficiency
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1 For material transportation and for 1 JRU D KLJK OHYHO RI VDIHW\)RQ G FRORWURO ZRUN HI{FLH
VDWLVI\LQJ OLIWLQJ QHHGV LZXHFQ QWWWIUXVFSRULRDLQJ YDOXDEQKB KDRITWHVWLQJ
work

For aerial work, waste collection, and 1 JRU HI,FLPQW KDQGOLQJ DQGRWUPIQFERQWDHWDLRGOLQJ DQ
ODQGVFDSLQJ of waste materials RI EXLOGLQJ PDWHULDOV
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The SANY PALFINGER applications engineering team Service is SANY PALFINGER’s top priority. Your products
addresses the requests of our clientele from subframe are supported by our highly trained, professional, and global
design to stability calculations and provide the best vehicle service network.

integration solutions..

SANY PALFINGER produces according to European Quality
Standards to ensure the best Reliability, Performance, and

Safety in the Industry.

Complete vehicle installations are provided directly from
SANY PALFINGER. We ensure the most economic vehicle
installations at the highest quality level.

Product Range.09/16



