SAP45TC-8 SUPER PAVER

SAP45TC-8 #B45 i it

Anti-segregation technology used in all aspects of matenal handhng. Fully pr_opbrpqnaf,“ =
independent conveyor-and auger controls match-device speeds to paving-speed - fully -
and independently adjustable for various material types. ‘ <
To provide the ultimate in product support, machine controllers can be remotely

fuII Ioad ina 50 degrees CelSIUS envnronment

monitored and even updated!
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TECHNICAL PARAMETER
RARSE

SAP45TC-8 BBt ASEH

Technical Parameters of SAP45TC-8 Super Paver

BIS
Model

BREICEFHEN
Paving Capacity(t/h)

BARE
Basic Width(m)

TIEERE
Working Speed(m/min)

EMRY
Transport Size(mm)

REWNELS
Engine Model

HERHE

Emission Standard

BATEKEES
Gradeability

JiliyaEe
Heating Mode

RiBEE

Tamps

RIBSTER
Frequency of Tamp(Hz)

250

{H4EHR Hydraulic: 1.7~3.1

1.5~25

{EB4EHR Hydraulic: 6620x2100x3030

WPA4G125

CHINA I

220%

BB Electric Heated

0~25

SAP45TC-8 EBRMHINRTSEH
Dimensions of SAP45TC-8 Super Paver

BS
Model
A(mm) 3767
C(mm) 2787
E() 12
G(mm) 1422
L(mm) 6618

SANY HEAVY INDUSTRY CO, LTD. ®
SANY Industry Town, Changsha Economic and Technological Development Zone, S A N Y
Hunan Province, China

Service Line: +86 4006 098 318  E-mail: crd@sany.com.cn QUALITY CHANGES THE WORLD.



