SAP120C-8 SUPER PAVER
SAP120C- iﬁ?&ﬂﬁ%ﬁfn

High strength screed—the strongest most ngld desrgnm’ﬁje-tncfusfry. Usmgajlatﬁe_ Whng hafhesses‘-bwlﬁo industey standar'ds to prov1de§ohd eer{necﬁons and

structure with double layer anti-twist! beams o produce GonSIStenﬂy stable work e -_‘—; S protectLon agalnst heat, cold and molsture = ~ T“.j T -
Anti-segregation technology used in all aspects of material handhng Eully pnoportlonaf‘ T ‘The ma%hlne andits systems are deS|gned towork non- stop, 24 hours a day under‘
independent conveyor-and auger controls match-device speeds to paving speed - fully - % T\' fullload in-a’50 degrees Celsms envuronment T 2

and independently adjustable for various material types. < e
To provide the ultimate in product support, machine controllers can be remotely :
monitored and even updated!
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TECHNICAL PARAMETER
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SAP120C-8 B MRS E

Technical Parameters of SAP120C-8 Super Paver

BIS
Model

BREICEFHEN
Paving Capacity(t/h)

BARE
Basic Width(m)

TIEERE
Working Speed(m/min)

EMRY
Transport Size(mm)

REWNELS
Engine Model

T

Rated Speed of Engine(rpm)

FRIERAERE
Voltage of Electric Systerm(V)

JENE~
Hopper Capacity(m®)

HEETSEE
Camber Adjustment Range(%)

RIBHRIE
Amplitude of Tamp(mm)

5
Frequency of Oscillation(Hz)
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SAP120C-8 Bt R TS
Dimensions of SAP120C-8 Super Paver

BS
Model
A(mm) 3857
C(mm) 3278
E() 125
G(mm) 2022
L(mm) 6650

SANY HEAVY INDUSTRY CO, LTD. ®
SANY Industry Town, Changsha Economic and Technological Development Zone, S A N Y
Hunan Province, China

Service Line: +86 4006 098 318  E-mail: crd@sany.com.cn QUALITY CHANGES THE WORLD.



