
380HP
L/H - R/H Steering: R/H
Cargo capacity: 24 m3

Curb weight: 16.2 t
Full load weight: 55.5 t
Axle: 3
Engine: WEICHAI
Emission: Euro Ⅱ

SEMI-TRAILER TRACTOR

MILLING MACHINE

Rated productivity: 240 t/h
Max. total power: 603 kW
Fuel consumption: 6.5 kg/t
Rated mixing capacity: 3500 kg

Rated productivity: 320 t/h
Max. total power: 730 kW
Fuel consumption: 6.5 kg/t
Rated mixing capacity: 4500 kg

240 t/h 320 t/h

ASPHALT PLANT

DUMP TRUCK

L/H - R/H Steering: L/H
Cargo capacity: 20 / 22 m3

Curb weight: 16.5 / 16.4 t
Full load weight: 33 / 49.4 t
Axle: 3
Engine: WEICHAI
Emission: Euro Ⅴ 

462HP

Max. operating weight: 30 t
Compaction width: 2368 mm
Ground pressure: 200~540 kPa
Engine: WEICHAI
Emission: Euro Ⅲ

30t

GRADER

PAVER

Paver capacity: 320 t/h
Paving width: 4.5 m
Max. paving thickness: 25 cm
Rated power: 97 kW
Emission: Euro Ⅲ

Paver capacity: 450 t/h
Paving width: 6 m
Max. paving thickness: 25 cm
Rated power: 97 kW
Emission: Euro Ⅲ

Paver capacity: 800 t/h
Paving width: 8.2 m
Max. paving thickness: 35 cm
Rated power: 155 kW
Emission: Euro Ⅲ

Paver capacity: 900 t/h
Paving width: 9.2 m
Max. paving thickness: 50 cm
Rated power: 180 kW
Emission: Euro Ⅲ

Paver capacity: 900 t/h
Paving width: 10 m
Max. paving thickness: 50 cm
Rated power: 180 kW
Emission: Euro Ⅲ

Paver capacity: 1200 t/h
Paving width: 10 m
Max. paving thickness: 55 cm
Rated power: 242 kW
Emission: Euro Ⅲ

4.5m 6m 8m

9m 10m 13m

PNEUMATIC TYRE ROLLER

CONCRETE MACHINERY

Vertical reach: 56 m
Max. theoretical output: 200/137 m3/h
Max. theoretical pressure: 83/120 Bar
Delivery cylinder diameter: 260 mm
Stroke length: 2100 mm
Engine: SANY / BENZ  
Chassis: SANY / BENZ 
Axle: 4
Emission: Euro Ⅴ / Euro Ⅲ 

M56

Vertical reach: 30.1 m
Max. theoretical output: 101 m3/h
Max. theoretical pressure: 60 Bar
Delivery cylinder diameter: 230 mm
Stroke length:1600 mm
Engine: Hino
Chassis: SANY
Axle: 2
Emission: Euro Ⅴ

M30
Vertical reach: 42.5 / 47 / 48.6 m
Max. theoretical output: 160/96, 200/137 m3/h
Max. theoretical pressure: 70/120, 83/120 Bar
Delivery cylinder diameter: 230, 260 mm
Stroke length:1900 mm
Engine: SANY / BENZ
Chassis: SANY / BENZ
Axle: 3 / 4
Emission: Euro Ⅲ / Euro Ⅴ

M43 / M47 / M49
Vertical reach: 38.1 m
Max. theoretical output: 160/96 m3/h
Max. theoretical pressure: 70/120 Bar
Delivery cylinder diameter: 230 mm
Stroke length:1900 mm
Engine: SANY
Chassis: SANY
Axle: 3
Emission: Euro Ⅴ

M39

Vertical reach: 61.1 m
Max. theoretical output: 200/137 m3/h
Max. theoretical pressure: 83/120 Bar
Delivery cylinder diameter: 260 mm
Stroke length: 1900 mm
Engine: SANY  
Chassis: SANY
Axle: 5
Emission: Euro Ⅴ

Vertical reach: 64.1 m
Max. theoretical output: 200/137 m3/h
Max. theoretical pressure: 83/120 Bar
Delivery cylinder diameter: 260 mm
Stroke length: 1900 mm
Engine: SANY 
Chassis: SANY 
Axle: 5
Emission: Euro Ⅴ

M62 M65

TRUCK PUMP

LINE PUMP

STATIONARY PUMP

PLACING BOOM

TRANSIT MIXER

Max. theoretical output: 85/50 m3/h
Max. theoretical pressure: 100/180 Bar
Rated power: 180/2200 kW/rpm

Max. theoretical output: 95/70 m3/h
Max. theoretical pressure: 190/280 Bar
Rated power: 2×180/2200 kW/rpm

Max. theoretical output: 120/75 m3/h
Max. theoretical pressure: 110/210 Bar
Rated power: 300/1900 kW/rpm

Max. theoretical output: 55 m3/h
Max. theoretical pressure: 80 Bar
Rated power: 66/2200 kW/rpm

Max. placing radius: 18.2m
Boom design: 3R
Pipeline diameter: 125mm

Max. placing radius: 44.6m
Boom design: 5RZ
Pipeline diameter: 125mm

Max. placing radius: 51m
Boom design: 5RZ
Pipeline diameter: 125mm

Max. theoretical output: 65/40 m3/h
Max. theoretical pressure: 80/130 Bar
Rated power: 90/1480 kW/rpm

Max. theoretical output: 87/57 m3/h
Max. theoretical pressure: 100/180 Bar
Rated power: 160/1480 kW/rpm

Max. theoretical output: 100 / 55 m3/h
Max. theoretical pressure: 90 / 180 Bar
Emission: Euro Ⅲ 

Max. theoretical output: 100 / 50 m3/h
Max. theoretical pressure: 110 / 230 Bar
Emission: Euro Ⅴ

100m3/h  180Bar 100m3/h  230Bar

80m3/h  180Bar 95m3/h  280Bar 120m3/h  210Bar

55m3/h  80Bar

M18

M45

M51

60m3/h  130Bar Electric Stationary Pump 87m3/h  180Bar Electric Stationary Pump

Max. placing radius: 21m
Boom design: 3R/4M
Pipeline diameter: 125mm

M21

Max. placing radius: 28.1m
Boom design: 4M
Pipeline diameter: 125mm

M28

Max. placing radius: 33m
Boom design: 4M
Pipeline diameter: 125mm

M33

Max. placing radius: 36.2m
Boom design: 4M
Pipeline diameter: 125mm

M36

Mixing capacity: 6 m3

Curb weight: 8000 / 11100 kg
Full load weight: 22400 / 25500 kg
Engine: YUCHAI / HINO
Axle: 2 / 3
Emission: Euro Ⅲ / Euro Ⅴ

Mixing capacity: 8m3

Curb weight: 14000 / 11500 / 11300 kg
Full load weight: 25000 / 30700 / 30500 kg
Engine: WEICHAI / HINO
Axle: 3
Emission: Euro Ⅲ

Mixing capacity: 8 / 10 m3

Curb weight: 14000 / 14200 kg
Full load weight: 25000 / 38200 kg
Engine: HINO
Axle: 3 / 4
Emission: Euro Ⅲ

Mixing capacity: 10m3

Curb weight: 12100 / 13000 / 13600 / 13700 / 14000 / 14200 kg
Full load weight: 32000 / 37000 / 37600 / 37700 / 25000 / 38200 kg
Engine: SANY / WEICHAI / HINO
Axle: 3 / 4
Emission:  Euro Ⅵ / Euro Ⅲ / Euro Ⅴ

Mixing capacity: 12m3

Curb weight: 14660(GCC) / 14850 / 15000(GCC) kg
Full load weight: 43460(GCC) / 43650 / 43800(GCC) kg
Engine: WEICHAI / HINO
Axle: 3 / 4
Emission:  Euro Ⅲ / Euro Ⅴ

Mixing capacity: 5m3

Curb weight: 12500 kg
Full load weight: 25000 kg
Motor: LVKON
Battery: CATL 282 kWh 
Axle: 3

Mixing capacity: 10m3

Gross weight: 15700 kg
Full load weight: 39700 kg
Gas tank capacity: 8×150 L
Axle: 3
Emission: Euro Ⅴ

Mixing capacity: 8 m3

Curb weight: 14500 kg
Full load weight: 32000 kg
Motor: FAST
Battery: CATL 350 kWh
Axle: 4

6m3 8m3 8 / 10m3  (Dry)

10m3 12m3

5m3 Electric Transit Mixer 10m3 Transit Mixer (CNG)8m3 Electric Transit Mixer

Max. productivity: 180 m3/h 
Rated Power: 250 kW 
Nominal capacity of mixer: 3000 L 
Aggregate feeding mode: Conveyor

Max. productivity: 120 m3/h 
Rated power: 210 / 235kW 
Nominal capacity of mixer: 2000 L 
Aggregate feeding mode: Bucket / Conveyor

BATCHING PLANT

Max. productivity: 60 m3/h 
Rated power: 87 / 110 kW 
Nominal capacity of mixer: 1000 L 
Aggregate feeding mode: Bucket / Conveyor

Max. productivity: 90 m3/h 
Rated power: 135 / 190 kW 
Nominal capacity of mixer: 1500 L 
Aggregate feeding mode: Bucket / Conveyor

60m3/h 90m3/h

180m3/h
Max. productivity: 240 m3/h 
Rated power: 280 kW 
Nominal capacity of mixer: 4000 L 
Aggregate feeding mode: Conveyor

240m3/h

120m3/h

SINGLE DRUM ROLLER

12t 14t / 15t 16t / 18t

20t / 22t 26t

Operating weight: 12 t
Vibration frequency: 32/36Hz
Centrifugal force: 280/178 kN
Engine: CUMMINS
Emission: Euro Ⅱ / Euro Ⅲ / T4f

Operating weight: 14 / 15 t
Vibration frequency: 33/36, 32/36 Hz
Centrifugal force: 290/200, 300/210 kN
Engine: CUMMINS
Emission: Euro Ⅱ / Euro Ⅲ

Operating weight: 16 / 18t
Vibration frequency: 33/36, 29/35 Hz
Centrifugal force: 300/210, 380/275 kN 
Engine: CUMMINS
Emission: Euro Ⅱ / Euro Ⅲ

Operating weight: 20 / 22 t
Vibration frequency: 29/35 Hz
Centrifugal force: 368/258, 380/275, 390/258, 390/280 kN
Engine: WEICHAI
Emission: Euro Ⅲ

Operating weight: 26 t
Vibration frequency: 28/32, 27/32 Hz
Centrifugal force: 420/310, 416/295 kN
Engine: SANY / WEICHAI
Emission: Euro Ⅲ

TANDEM DRUM ROLLER

Operating weight: 3 t
Vibration frequency: 55/67 Hz
Centrifugal force: 46/28 kN 
Engine: YANMAR
Emission: Euro Ⅲ

Operating weight: 13 t
Vibration frequency: 50/61 Hz
Centrifugal force: 169/119 kN 
Engine: CUMMINS 
Emission: Euro Ⅲ

Operating weight: 10.5 t
Vibration frequency: 50/61Hz
Centrifugal force: 140/94 kN
Engine: CUMMINS 
Emission: Euro Ⅲ

3t 10t

Max. operating weight: 16 t
Compaction width: 2085 mm
Ground pressure: 200~400 kPa
Engine: CUMMINS
Emission: Euro Ⅱ

16t
Max. operating weight: 20 t
Compaction width: 2085 mm
Ground pressure: 200~480 kPa
Engine: CUMMINS
Emission: Euro Ⅱ

20t
Max. operating weight: 26 t
Compaction width: 2368 mm
Ground pressure: 200~520 kPa
Engine: WEICHAI
Emission: Euro Ⅲ

26t

13t

FIRE-FIGHTING EQUIPMENT

Boom height: 32.1 / 38.3 / 40.6 / 48 / 51 / 55.7 / 62.1 / 65.1 m
Boom range: 26.6 / 33.2 / 33.9 / 42.5 / 46.1 / 47 / 55.9 / 57.3 m
Tank volume: 7680 / 3260 / 3290 / 4000 / 4080 / 2810 / 3240 / 3180 L
Fire pump rated flow: 100 / 100 / 100 / 170 / 170 / 170 / 170 / 170 L/s
Fire monitor throw range: 81 / 76 / 76 / 84 / 85 / 80 / 81 / 81 m
Chassis: SANY / VOLVO
Axle: 3 / 4 / 5
Emission: Euro Ⅵ

32m / 38m / 41m / 48m / 51m / 56m / 62m / 65m
Boom height: 21 / 25.8 m
Boom range: 12 / 12.9 m
Tank volume: 19480 / 11930 / 18000 L
Fire pump rated flow: 100 / 170 L/s
Fire monitor throw range: 80 / 88 m
Chassis: SANY / VOLVO
Axle: 3 / 4
Emission: Euro Ⅵ

Boom height: 23.2 / 27.5 m
Boom range: 19.6 / 23.5 m
Forcible entry accessories: 3 / 5 set
Fire monitor rated flow: 80 L/s
Fire monitor throw range: 80 m
Chassis: VOLVO
Axle: 4
Emission: Euro Ⅵ

Tank volume: 4300 / 3500L
Fire pump rated flow: 60 / 40 L/s
Fire nonitor throw range: 70 /80 m
Foam system: 3%, 6%
Winch system: 3 T, electrical control
Chassis: SITRAK / ISUZU
Axle: 2
Emission: Euro Ⅵ

Boom height / range: 55m / 27m 
Rescue cage: Max. 500kg
Fire pump rated volume: 100 L/s
Fire monitor throw range: 70m
Chassis: VOLVO
Axle: 3
Emission: Euro Ⅵ

19480L / 11930L / 18000L

23m / 28m PM series Urban Fire Truck 55m

LARGE SPAN WATER TOWER FIRE TRUCK LARGE TANK WATER TOWER FIRE TRUCK

FORCIBLE ENTRY FIRE TRUCK URBAN FIRE TRUCK ELEVATING PLATFORM FIRE TRUCK

Drive mode: L/H
Drive Type: 6×4
GCW: 80 t
Engine: Deutz D12-517
Emission: Euro Ⅲ
Trans: FAST MT with PTO

TRACTOR

Drive mode: L/H
Drive Type: 4×2
GCW: 50 t
Engine: Deutz D12-490
Emission: Euro Ⅲ / Euro Ⅴ
Trans: FAST AMT/MT

Drive mode: L/H
Drive Type: 6×4
GCW: 80 t
Engine: Deutz D12-517
Emission: Euro Ⅴ 
Trans: FAST MT

Drive mode: L/H
Drive Type: 4×2
GCW: 43 t
Engine: Deutz D12-490
Emission: Euro Ⅴ
Trans: FAST AMT

Drive mode: L/H
Drive Type: 4×2
GVW: 4495 kg
Motor: 60 kW
Battery: 84.48 kWh

Drive mode: L/H
Drive Type: 6×4
GCW: 80 t
Engine: Deutz D12-517
Emission: Euro Ⅴ / Euro Ⅲ
Trans: FAST AMT/MT

SAD495ASC-45 Heavy  Diesel Truck

KWD525MTC-80 Heavy  Diesel Truck UZD525MLE-80 Heavy  Diesel Truck

RUD495ASE-45Heavy  Diesel Truck

Electric Light Truck

RUD525MLE-80 / RUD525ALE-80 Heavy  Diesel Truck

DUMP TRUCK

L/H - R/H Steering: R/H
Cargo capacity: 26 / 40 m3

Curb weight: 16.5 / 20 t
Full load weight: 55.5 / 66 t
Axle: 3 / 4
Engine: WEICHAI
Emission: Euro Ⅱ

L/H - R/H Steering: L/H
Cargo capacity: 20 m3

Curb weight: 16.5 t
Full load weight: 46.5 t
Axle: 3
Engine: YUCHAI
Emission: Euro Ⅴ

430HP400HP

Rated productivity: 80 t/h
Max. total power: 260 kW
Fuel consumption: 6.5 kg/t
Rated mixing capacity: 1250 kg

Rated productivity: 120 t/h
Max. total power: 325 kW
Fuel consumption: 6.5 kg/t
Rated mixing capacity: 1650 kg

Rated productivity: 160 t/h
Max. total power: 380 kW
Fuel consumption: 6.5 kg/t
Rated mixing capacity: 2250 kg

80 t/h 120 t/h 160 t/h

Drive mode: R/H / L/H
Drive Type: 6×4
GCW: 80 t
Motor: LEGO
Battery: EVE 350 kWh

Drive mode: R/H
Drive Type: 4x2
GCW: 45 t
Motor: LEGO
Battery: EVE 350 kWh

Drive mode: L/H / R/H
Drive Type: 6×4
GCW: 80 t
Motor: LVKON
Battery: EVE 282 / 350 / 423 kWh

EV490 Electric Semi-trailer TractorEV490 Electric Semi-trailer Tractor EV550 Electric Semi-trailer Tractor

Rated power: 160 / 186 kW
Operating weight: 17.3 / 17.8 / 17.96 t
Length of blade: 12 / 14 ft
Engine: CUMMINS
Emission: EPA TierⅢ / EPA Tier4(f)

200HP

Rated power: 112 kW
Operating weight: 13 t
Length of blade: 12 ft
Engine: CUMMINS
Emission: Euro Ⅱ 

Rated power: 132.5 kW
Operating weight: 14.73 t
Length of blade: 12 ft
Engine: WEICHAI
Emission: Euro Ⅲ 

Rated power: 180 kW
Operating weight: 16.6 t
Length of blade: 14 ft
Engine: SANY
Emission: Euro Ⅲ 

Rated power: 142 / 147 kW
Operating weight: 15.6 / 15.8 t
Length of blade: 12 ft
Engine: CUMMINS / WEICHAI
Emission: Euro Ⅱ / Euro Ⅲ 

Rated power: 154 / 160 kW
Operating weight: 16.2 / 16 t
Length of blade: 12 ft
Engine: WEICHAI / CUMMINS 
Emission: Euro Ⅱ / Euro Ⅲ

140HP 170HP

230HP

190HP

210HP

ROAD MACHINERY

Max. milling width: 2010 mm
Max. milling depth:  0~330 mm
Travel speed:  0~5 km/h
Engine: CUMMINS / WEICHAI
Rated power: 503 / 566 kW
Emission: Euro Ⅲ / Tier3 

Max. milling width: 500 mm
Max. milling depth:  0~180 mm
Travel speed:  0~8 km/h
Engine: SANY 
Rated power: 100 kW
Emission: Euro Ⅲ 

Max. milling width: 1000 mm
Max. milling depth:  0~280 mm
Travel speed:  0~8 km/h
Engine: SANY 
Rated power: 180 kW
Emission: Euro Ⅲ 

2m0.5m 1m


